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Material Surface Treatment Delivery
e RERIE REH
HFP039-A - <300 +0.2
1015 Blackenin <600 +0.3
HFP039-B % phEm d 5 Working Days
HEP039-C Nickel Electroless 5 B LEH <800 +04
SUS304
HFP039-D | 222 -
T
2
Lu:05mm) L2u:05mm)  M&N . %
5 8~50 5~20 2/2.6 10 | 58 E E_:
6 15~50 5~30 3/4 15 | 69 s
7 20~150 5~30 3/4 15 | 81 a
8 20~250 8~40 4/5 16 | 92 @
10 25~350 8~42 4/5/6 20 | 115
HFP039-A | 12 25~400 10~55 5/6/8 25 | 139
HFP039-B | 13 30~400 10~55 5/6/8 25 | 15
HFP039-C [ 14 35~500 12~60 6/8/10 30 | 162
HFP039-D | 17 35~500 12~60 6/8/10 30 | 196
19 45~500 15~75 8/10/12 35 | 219
24 55~600 20~80 10/12/16 | 40 | 27.7
27 65~600 25~90 12/16/20 | 50 | 31.2
30 80~600 30~100 16/20/24 | 60 | 346
32 80~600 30~100 16/20/24 | 60 | 369

Order Ex. 7] f&#if]
HFP039-0-5-L-L2-M-N

' I ABCorD BEARENE
Opposite Length of Hexagonal Post NENHERE
Length of Hexagonal Post NBIERE
Length of Thread BREE
Choose M (Thread) EEFIRAM
Choose N (Thread) =i aN

Alterations  BIITEHE Description  ANL&2FA Order Ex.  =IfB#4l

HFP039-A-5-30-10-M2-N2-A(+0.03)
Length tolerance change to +0.03
REAZZER+0.03

A Length tolerance change
L:02 L1802, EE/A%%E
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